 PIPER PA28-140 CHEROKEE
CABIN

Aircraft Documents in Order in the Airplane AROW

Master Switch ON – Check Beacon & Stall Light

Check Landing/Nav Lights (If Night Flight)
Check Fuel Gauges For Quantity

Fuel Selector on Proper Tank

Check All Windows for Cleanliness and Condition

Check Instrument Panel for Any Irregularities
Master Switch OFF
Ignition OFF
Throttle FULLY RETARDED
Engage Flaps – Fully Extend
RIGHTWING
Inspect Flap & Aileron, Hinges and Pushrods for
Security and Wear

Insure Wing and Control Surfaces are Free of

Snow, Ice, and Frost

Check Wingtip and Navigation Light for Damage

Tie down/Chock  REMOVE
Inspect Wing Structure and Leading Edge for
Dents and General Condition

Check Fuel Quantity Visually, Drain Fuel, Check
for Contamination and Water

Check Fuel Tank Vent and Cap – Secure Cap
Inspect Main Landing Gear. Check Tire for Proper

Inflation and Wear. Check Brake Lines for Leaks
Check Gear Attach Bolts & Wheel Cotter Pin
FUSELAGE
Check for Skin Wrinkles, Dents and Loose Rivets
Check Antennae for Security

Check Windows for Cleanliness/Cracks
Belly Check

ENGINE

Open Right Cowling

Visually Inspect for Loose Wires, Loose Clamps,

Oil or Fuel Leaks

Check Engine Oil Level 6 Qts Minimum – 7 Max
Replace Oil Cap - Use Light Force

(Do Not Over Tighten)
Close Cowling Securely

Inspect Nose Gear. Check Tire for Proper

Inflation and Wear. Remove Chock

Check Propeller for Nicks and Security
Check Spinner for Cracks
Check Alternator Belt Secure and Tight

Check Inlet Baffles – Oil Cooler

PREFLIGHT INSPECTION CHECKLIST
ENGINE (CONT.)
Check Landing Light for Security, Cleanliness and

Damage

Open Left Cowling

Visually Inspect for Loose Wires, Loose Clamps,

Oil or Fuel Leaks

Check Oil Filter Safety Wired
Check Brake Fluid Level – Replace Cap

Close Cowling Securely

Drain Fuel Strainer, Check for Contamination

and Water 
LEFTWING
Inspect Wing Structure and Leading Edge for

Dents and General Condition

Check Stall Warning Indicator for Free Movement

Check Fuel Quantity Visually, Drain Fuel, Check

for Contamination and Water

Check Fuel Tank Vent and Cap – Secure Cap
Tie down/Chock  REMOVE
Inspect Main Landing Gear. Check Tire for Proper

Inflation and Wear. Check Brake Lines for Leaks
Check Gear Attach Bolts & Wheel Cotter Pin
Check Pitot Mast and Static Port

Check Wingtip and Navigation Light for Damage

Insure Wing and Control Surfaces are Free of

Snow, Ice, and Frost

Inspect Flap & Aileron, Hinges and Pushrods for

Security and Wear
TAIL
Remove Tie Down
Antennae Check

Check Tail Surfaces for General condition
Check Moveable Tail Surfaces for Security and

Freedom of Movement

Check Trim Tab for Security and Condition
Check Rear Nav Light / Beacon for Damage
FUSELAGE
Check for Skin Wrinkles, Dents and Loose Rivets
Check Antennae for Security

Check Belly Area
Remove Ground Strap if Fuel Was Added
BEFORE ENGINE START
Log Sheet – ENTER DATA (NAME, TIME, OIL, FUEL)
Preflight Inspection - COMPLETE
Passenger Briefing - COMPLETE
Seatbelts - FASTENED
Electrical Equipment – OFF

Carburetor Heat - OFF

Circuit Breakers CHECK IN – CHECK FUSES
Brakes – TEST AND SET
Fuel Selector Valve – ON PROPER TANK
STARTING ENGINE
Mixture – FULL RICH
Primer – (PRIME AS REQ’D) IN AND LOCKED
Throttle – PUMP TWICE AND OPEN ¼”
Master Switch - ON
Rotating Beacon – ON
Fuel Boost Pump – ON (CHECK PRESSURE)
Propeller Area – CLEAR PROP
Ignition Switch – BOTH         Starter - ENGAGE
Throttle – 1000 RPM
Oil Pressure – CHECK        Alternator - CHECK
Fuel Boost Pump – OFF (CHECK PRESSURE)
Cold Weather THROTTLE 1000 RPM For 3 Minutes
Radios – ON, SET FREQUENCY, TEST
Transponder – STANDBY, SET SQUAWK
Lights – AS REQUIRED
Brakes – RELEASE, TEST
BEFORE TAKEOFF
Parking Brake - SET
Controls – FREE AND CORRECT
Flaps – CHECK AND SET
Trim Tab – NEUTRAL (SET FOR Vy)
Mixture – FULL RICH
Carburetor Heat - OFF
Transponder – TEST AND SET ON ALTITUDE
Flight Instruments – CHECK AND SET
Fuel Selector Valve – ON PROPER TANK
Fuel Boost Pump – ON, CHECK PRESSURE
Engine Instruments - CHECK
Lights – AS REQUIRED
Seatbelts – FASTENED
Door - LATCHED
RUN-UP
Brakes – VERIFY SET
THROTTLE – 1800 RPM
MAGNETOS – CHECK MAX DROP 175 RPM



 MAX DIFFERENTIAL 50 RPM
Carburetor Heat – ON, CHK RPM DROP, OFF
AMMETER - CHECK
Suction Gauge – CHECK (5”)
Engine Instruments – CHECK IN GREEN
THROTTLE – 1000 RPM
NORMAL TAKE-OFF
Throttle – FULL OPEN (2 TO 3 SECONDS)
Engine Instruments – CHECK IN GREEN
Tachometer – CHECK POWER GOOD
Airspeed - ALIVE
Rotate   55-60 MPH
Climb – 85 MPH (Vy)
Flaps – RETRACT (200 FEET AGL)
ENROUTE CLIMB
Airspeed – 100 MPH
Fuel Boost Pump – OFF, CHECK PRESSURE
CRUISE CHECKLIST
Power – SET - TRIM AS REQUIRED
Mixture – CAREFULLY LEAN (75% POWER OR LESS)
Fuel Selector – SWITCH TANKS AS APPROPRIATE
Heading Indicator – CHECK WITH COMPASS
INBOUND - BEFORE LANDING
Mixture  - FULL RICH   
Carburetor Heat - CHECK
Fuel Selector – ON FULLEST TANK
Fuel Boost Pump – ON (CHECK PRESSURE)
Flaps – AS REQUIRED
Brakes – CHECK (THEN MAKE SURE RELEASED)
NORMAL LANDING
Approach Speed – 80 MPH FLAPS UP (Vs)
Verify 1.3 Vso/Vs   70 MPH FLAPS EXTENDED (Vso)
Touchdown – MAIN GEAR FIRST – NOSE UP
Brakes – APPLY AS REQUIRED
AFTER CLEARING RUNWAY
Transponder - STANDBY
Fuel Boost Pump – OFF
Nav/Landing Lights - OFF
Flaps – RETRACT
PARKING AND SECURING

Parking Brake - SET
Throttle – 1000 RPM
Radios/Transponder - OFF
Mixture – IDLE CUT-OFF
Ignition Switch – OFF (REMOVE KEY)
Master Switch OFF
Flight Log Sheet – ENTER ENDING DATA
Strom Window and Side Vents - CLOSE
Brakes - RELEASE
All of YOUR Trash – REMOVE
Control Lock - INSTALL
Door – CLOSED AND LATCHED
Airplane – TIE DOWN OR CHOCK AS REQ’D
Keys – REPLACE IN KEY BOX
EMERGENCY CHECKLIST
ENGINE FAILURE DURING TAKEOFF
THROTTLE – FULL IDLE
FLAPS – FULLY RETRACT
BRAKES – APPLY HEAVILY
ENGINE FAILURE ON TAKE OFF CLIMB
AIRSPEED – 85 MPH
FUEL TANKS – SWITCH TANKS
SELECT EMERGENCY FIELD
mixture – full rich
Carb. Heat – ON (IF ENGINE NOT STARTED)
Primer - In and Locked

IF ENGINE FAILS TO RESTART
Mixture - Idle Cutoff

Ignition Switch (Mags) - Off

Master Switch - Off

Fuel Selector Valve - Off

FLAPS – AS REQUIRED
EXECUTE EMERGENCY LANDING
ENGINE FAILURE IN FLIGHT

RESTART PROCEDURE
AIRSPEED – 85 MPH
SELECT EMERGENCY FIELD
Fuel Boost Pump - ON

FUEL TANKS – SWITCH TANKS
mixture – full rich
Carb. Heat – ON (IF ENGINE NOT STARTED)
Ignition Switch - Both

Master Switch - ON

Primer - In and Locked

IF ENGINE FAILS TO RESTART
FLY THE AIRPLANE
Radio - Set to 121.5

Transponder - Set to 7700

Radio - Call “Mayday Mayday Mayday”
Announce tail # - type of emergency, position, color of aircraft & number of persons on board

EXECUTE EMERGENCY LANDING
EMERGENCY LANDING
Mixture - Idle Cutoff

Ignition Switch (Mags) - Off

Master Switch - Off

Fuel Selector Valve - Off

Cabin Door – Unlatch PRIOR TO TOUCHDOWN
Flaps - As Required

SEAT BELTS AND HARNESSES – CHECK SECURE
TOUCHDOWN AT SLOWEST POSSIBLE  AIRSPEED
EMERGENCY CHECKLIST
EMERGENCY DESCENT
THROTTLE – FULL IDLE
CarbURETOR Heat – ON
BANK – 45 DEG.
FLAPS – 40 DEG.
AIRSPEED – 110 MPH
ENGINE FIRE
AIRSPEED – 120 MPH
Mixture - Idle Cutoff

Ignition Switch (Mags) - Off

Fuel Selector Valve - Off

Cabin Heat/Air - Close

Master Switch - Off
EXECUTE EMERGENCY LANDING
ELECTRICAL FIRE
Master Switch - Off
ELECTRICAL EQUIPMENT - OFF
Cabin Heat/Air - Close

EXECUTE EMERGENCY LANDING
CABIN FIRE
Cabin Heat/Air - Close

Fire - Extinguish

EXECUTE EMERGENCY LANDING

EMERGENCY LANDING
Mixture - Idle Cutoff

Ignition Switch (Mags) - Off

Master Switch - Off

Fuel Selector Valve - Off

Cabin Door – Unlatch PRIOR TO TOUCHDOWN
Flaps - As Required

SEAT BELTS AND HARNESSES – CHECK SECURE
TOUCHDOWN AT SLOWEST POSSIBLE AIRSPEED

WITHOUT STALLING AIRPLANE
WITHOUT STALLING AIRPLANE

